
Customized special solutions of the AGV
        - different reference projects of the driverless transport vehicles

Individual AGV systems tailored to the end customer take 
on a wide variety of tasks within production, assembly or 
intralogistics. 

The first AGVs from BLEICHERT® have been running since 
the early 1980s - some of these vehicles are still in 
operation today.

BLEICHERT® has been successfully implementing a wide 
variety of special AGV solutions on the market for many 
years - both nationally and internationally.

FLEXIBILITY

EXPERIENCE

INTERNATIONALITY



Heavy-duty transmissions for trucks are pre-assembled 
on BLEICHERT® vehicles. The course length amounts to 
> 125 m.

Customized special solutions of the AGV
        - Year of realization: 2023

Project data:

Total number of vehicles   15 pc.

Workpiece    Parts for truck
    transmission

Weight of the 
workpiece, max.   540 kg

Speed, max.    0,5 m/s

Dimensions of the   L = 2.050 mm
vehicle, min.     W = 950 mm
    H = 1.150 mm

Load suspension   Workpiece carrier
    on adapter plate

Country of the end   Germany
customer  

  



Heavy-duty transmissions for trucks are mounted on 
BLEICHERT® vehicles. The course length amounts to 
> 350 m.

Customized special solutions of the AGV
        - Year of realization: 2023

Project data:

Total number of vehicles   40 pc.

Workpiece    Truck
    transmission

Weight of the 
workpiece, max.   700 kg

Speed, max.    0,5 m/s

Dimensions of the   L = 2.050 mm
vehicle, min.     W = 950 mm
    H = 1.150 mm

Load suspension   Electric scissor lift

Country of the end   Germany 
customer 

  



Customized special solutions of the AGV
        - Year of realization: 2022

Project data:

Total number of vehicles   20 pc.

Workpiece    Truck chassis

Weight of the 
workpiece, max.   18.000 kg

Speed, max.     0,5 m/s

Dimensions of the towing   L = 2.250 mm
vehicle, min.     W = 1.000 mm
    H = 370 mm

Load suspensions   Hydraulic
    lifting unit

Country of the end   Sweden
customer

The whole assembly of truck chassis can be realized on 
the "master-slave" system. The workpiece can be lifted 
to an ergonomic height by the hydraulic lifting device.



Customized special solutions of the AGV
        - Year of realization: 2020

Project data:

Total number of vehicles   4 pc.

Workpiece    Plastic container

Weight of the 
workpiece, max.   530 kg

Speed, max.    1,5 m/s

Dimensions of the   L = 2.570 mm
vehicle, min.    W = 1.260 mm
    H = 875 mm

Load suspension   SW11

Country of the end   Germany
customer

  

Thanks to three attached roller conveyors, the 
BLEICHERT® vehicle fleet can transport several 
workpieces at once between the different production 
and assembly lines.



Customized special solutions of the AGV
        - Year of realization: 2020

Project data:

Total number of vehicles   3 pc.

Workpiece    Steel material

Weight of the 
workpiece, max.   10.000 kg

Speed, max.    0,8 m/s

Dimensions of the   L = 5.450 mm
vehicle, min.     W = 2.230 mm
    H = 700 mm

Load suspension   Hydraulic
    lift cylinders

Country of the end   Germany
customer

  

These heavy-duty vehicles are used to transport steel materials 
between cutting, picking and shipping. By driving two AGVs in 
tandem, workpieces with lengths of up to 14 m can be 
transported.



Project data:

Total number of vehicles   2 pc.

Workpiece   Cylinder blocks 
    & crankcases

Weight of the 
workpiece, max.   700 kg

Speed, max.    1,2 m/s

Dimensions of the   L = 2.225 mm
vehicle, min.     W = 1.180 mm
    H = 1.750 mm

Load suspension   AL15 & AL30

Country of the end   Germany &
customer    Sweden

  

Customized special solutions of the AGV
        - Year of realization: 2019

In-plant transport between two conveyor lines can be 
realized by the vehicles without having to permanently 
block travel paths with stationary conveyor technology.



Customized special solutions of the AGV
        - Year of realization: 2019

Project data:

Total number of vehicles   3 pc.

Workpiece    Container

Weight of the 
workpiece, max.   1.000 kg

Speed, max.    1,3 m/s

Dimensions of the   L = 2.225 mm
vehicle, min.     W = 1.400 mm
    H = 2.420 mm

Load suspension   Chain conveyor

Country of the end   Denmark
customer

  

For the transport of up to three stacked containers filled 
with PET, ALU and glass beverage containers, 
BLEICHERT® uses its driverless transport system with free 
navigation.



Customized special solutions of the AGV
        - Year of realization: 2019

Project data:

Total number of vehicles   8 pc.

Workpiece    Roll container

Weight of the 
workpiece, max.   500 kg

Speed, max.    1,7 m/s

Dimensions of the   L = 1.215 mm
vehicles, min.     W = 600 mm
    H = 280 mm

Load suspension   Lifting platform

Country of the end   Germany
customer

  

The internal transport of goods in hospitals, clinics, but also 
in the pharmaceutical industry can be automated by this 
stainless steel driverless transport vehicle.
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